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NL
Regenton
Voor een watervriendelijke tuin.
• Inhoud 130 liter
• Makkelijk te installeren
• Ingebouwde bladfilter
• Zomer- en winterinstelling
• Tuinslang aansluiting
• Inclusief handleiding
• Inclusief regenpijp connectie
• Recyclebaar

FR
Citerne
Pour un jardin économe en eau.
• Contenance 130 litres
• Facile à installer
• Filtre à feuilles intégré
• Réglages été et hiver
• Raccord de tuyau d’arrosage inclus
• Mode d’emploi inclus
• Connexion de tuqau de descente inclus
• Recyclable

DE
Regentonne
Für einen wasserfreundlichen Garten.
• Fassungsvermögen 130 Liter
• Einfache Installation
• Eingebauter Blattfilter
• Sommer- und Wintereinstellung
• Inklusiv Gartenschlauchanschluss
• Handbuch enthalten
• Inclusiv abflusrohranschluss
• Recyclebar

EN
Rain barrel
For a water-friendly garden.
• Capacity 130 litres
• Easy to install
• Built-in leaf filter
• Summer and winter setting
• Garden hose connection
• Manual included
• Drainpipe connection included
• Recyclable

Instruction guide

Rain barrel
Design

For a water-friendly garden
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leaf filter
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If anything happens to your Capi Rain Barrel when it is in use or when you have any questions about it, 
please do not hesitate to contact one of our service managers.

To remain the most efficient conversation, please send an email to service@capi-europe.com. 
We will be happy to help you.



Step 1: Preparation
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• Capacity 130 litres
• Easy to install
• Built-in leaf filter
• Summer and winter setting

Tools Components

A. Rain barrel

B. Drainpipe 

 connection

C. Lid planter

D. Base 

E. Tube

Dig a hole

Check the floor
on spirit level

Place a tile*
between 
the gravel

Check the floor
on spirit level

Place barrel
on tile

Place a tile*
for support

Cover the tile with 
sand or ground

* Tools are not included

Frame

Step 2: Subsurface

If you have a soft surface use tile support:

Option 1

If you have a 80 mm downpipe:

If you have a gravel surface use tile support:

• Garden hose connection
• Manual included
• Drainpipe connection included
• Recyclable

Capi
rain barrel
instruction
guide
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Level tile*

Place barrel
on tile

Option 2
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If you have a hard surface:

Check the floor
on spirit level

Place the
rain barrel
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Step 3: Place pipe

Step 4: Tube Built-in leaf filter

Step 5: Planter End result
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If you have a downpipe smaller or thicker than 80 mm
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Measure Measure You have to purchase reducers 
that match to your pipe

The pipe has 
a built-in leaf 
filter*

Use PVC glue for gluing 
the reducers to the drainpipe

Connect 
the rain barrel

The tube must 
be horizontal to 
the rain barrel

Potting soil

Hydro grains

90 to 80 mm
100 to 80 mm
110 to 80 mm

Additional Purchase

Saw

180 mm Below page

Decide the lenght 
of the tube

Place tube
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Measure Saw

Place pipe

Tube

Planter

Tube

Place planter

Cutting guide - only for 80 mm downpipe

Saw 180 mm out of drainpipe

Including 
garden hose 
connection

Turn to switch Leaf filter
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OFF
Drain the rain barrel 

in winter.

summer
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ON
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* Tile is not included

Please note: It’s normal for residue to appear around the tap.


